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MATERIALS

• 100% cotton canvas fabric, 280gsm.
• 100% cotton fabric for contrast overlays.

SPECIAL FEATURES

• Flame retardant and acid resistant, making it ideal for applications like welding and acid environments.  
• Cotton canvas is a cotton fabric with a high-density cotton thread weaved into it, making it easier to care for and more hard-wearing.
• Modern contoured fit.
• Bar tacked at stress points. 
• Adjustable cuffs & waistband with press studs.
• Pen pocket on both left sleeve and on front left pocket.
• Pleats in the back for added comfort.
• Reflective piping for better visibility. 
• Zipped side pockets.
• Inside phone pocket with Velcro fastening on inner front left jacket panel.
• 100 % cotton overlay on elbow areas for additional durability.

PRODUCT SPECIFICATIONS
WW-JKTREAB TECH GEAR ACID FLAME JACKET

PRODUCT CODE: WW-JKTREAB  PRODUCT NAME: TECH GEAR ACID FLAME JACKET PRODUCT DESCRIPTION: Men’s ultra durable technical jacket 

OTHER INFORMATION

SIZING S-3XL

PACKAGING Individually packed in a box; 20 pairs per carton.

WASHING INSTRUCTIONS
Warm wash not hotter than 40°C, do not bleach, cool iron, do not dry clean, and do not tumble dry.

CARE INSTRUCTIONS
The flame-retardant finish will last at least 50 washes. The acid resistance finish will last as long as the  
garment. It does not lose its efficacy with washing. If it is wetted with an acid and allowed to stand for  
a long period, the acid may destroy the fabric. In this case, the garment must be replaced.

CERTIFICATION

FLAME RETARDANCY Conforms to ISO 14116:2015

ACID RESISTANCE Conforms to ISO 6530:2005

SIZING CHART
SIZE S M L XL 2XL 3XL

INCHES (UK) 32 34 36 38 40 42 44 46 48

METRIC (CM) 82 87 92 97 102 107 112 117 122

*When making a size selection, kindly use the inch measurement as a guide to a SANS 434 conti jacket size.


