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MATERIALS

• 100% cotton canvas.
• 280gsm.
• Colour availability: Air Force Blue.

GARMENT FEATURES

• Flame retardent and acid retardent, making it ideal for applications like welding and acid environments.
• Modern and contoured ladies fit.
• Seven custom utility pockets.
• Triple stitched for seam reinforcement.
• Bar tacked at stress points.
• Stretch waist for comfort and fit, with seven belt loops.
• Functional tool loop.
• 100% cotton overlay on knees and back of ankles for additional durability.
• Additional stud button provided.
• Added visibility with silver reflective piping on front knee area, on back ankle area and on the rear section of side utility pockets.

PRODUCT SPECIFICATIONS
WW-TRREAB-LAD LADIES TECH GEAR ACID FLAME TROUSERS

FABRIC CERTIFICATION

EN ISO 11612: 2015 Heat & flame protection

EN ISO 11611: 2015 Welding & allied processes 

EN ISO 15025: 2016 Limited Flame Spread

EN 13034:2005+A1:2009 (TYPE 6 ) Type 6 liquid chemical protection *

EN 14325: 2018 Protective clothing against chemicals

EN ISO 6530: 2005 Penetration & repellency by liquid chemicals

PRODUCT CODE: WW-TRREAB-LAD PRODUCT DESCRIPTION: Ladies ultra durable technical trousers 

SIZING CHART

INCHES (UK) 26 28 30 32 34 36 38 40

METRIC (CM) 62 66 70 74 78 82 86 90

*H2SO4 ; NaOH; Xylene; Butan
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OTHER INFORMATION

SIZING UK sizing: 26 – 40 (waist).

PACKAGING Individually packed in a box; 20 units per carton.

WASHING INSTRUCTIONS

Warm wash not hotter than 40°C; do not bleach; mild drying processes; cool iron heat; do not dry clean;  
do not tumble dry.

• Fasten all zips before washing.
• Wash with similar colours.
• Dry away from direct heat & sunlight.
• Wash inside out.
• Dry inside out.
• Colour may transfer onto light surfaces.
• Do not iron appliques, embroideries, prints, leather, and rubber elements.


